






























































DALI potentiometer

Brightness and colour temperature control

The new Power DALI potentiometer for the manual operation of luminaires with a DALI interface,
including the option to adjust the colour temperature (tunable white): the device uses the well-known
operating principle of a rotary dimmer. The switching, dimming and regulation of compatible luminaires
is possible for up to 26 DALI devices. A maximum of four devices can be combined to increase the
number of DALI devices and to guarantee operation from different locations. This technology is typically
used in offices and commercial buildings. The standard covers for rotary dimmers in the AS, A CD, LS
and SL ranges are used for the Power DALI potentiometer.

Available from May 2016

Colour temperature control from DALI device type 8
for tunable white in accordance with IEC 62386-209.
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Switching

The connected DALI luminaire is switched by pressing the
rotary button.

Dimming

The stepless dimming of the energy-efficient luminaire with
a DALI interface is regulated simply by turning the knob.

Tunable white

Warm, neutral or daylight white as required: the colour temperature
is adjusted by pressing and turning the knob at the same time. The
limits of the colour temperature range of the luminaire can be set
directly on the device itself which enables precise control.
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USB charger F 50 eNet wall transmitter

Increased charging power Flat wall transmitters in a new look

Operate eNet in a new design: the new flat wall transmitters rely on the well-known F 50 concept
which provides buttons on the left-hand and right-hand sides and a large-area cover in the centre.
This cover is available either as a transparent labelling area or as a design cover matching the button
colour. The buttons may be labelled using the Graphic Tool which helps identify the buttons and
associated functions so that functions and scenes can be intuitively controlled by pressing buttons.
The 1-gang to 4-gang eNet wall transmitters are available in the AS, A, CD, and LS design ranges.
Available from May 2016 Commissioning is performed either manually between transmitter and receiver or through the eNet
Server, which is the more convenient way. Tip: the wall transmitters are featured by a battery life of up
to 10 years. After that period of time, the commercially available battery is easily and quickly replaced:
simply remove the design cover, replace the battery, and re-install the cover — done.

Optimised replacement for the well-known USB charger: The new unit provides an output current

of up to 2100mA. This current is sufficient to quickly and safely charge mobile devices of the latest
generation. The output current is either completely delivered to one USB socket or distributed across
both USB sockets as necessary. The new USB charger is available in all JUNG ranges and ideally
suited for retrofitting.

Available from September 2016
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The flat eNet wall transmitters
are simply affixed in the positions

Available in the AS, A, CD, LS, and SL ranges in different materials and colours, the new USB charger where you need them - on
smoothly integrates into the existing electrical insulation in the room. plaster, wood, or glass.
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eNet with the 7" Smart Control

Visualisation and operation

With the 7" Smart Control unit, a new, convenient control is available also for the eNet wireless
system: the JUNG Launcher is used to invoke the connection to the eNet server or eNet IP gateway,
respectively. The user simply needs to touch the screen to intuitively control any eNet functions or
scenes through the visualisation. The Smart Control 7" touchscreen display provides enough space.
Moreover, the JUNG graphical user interface is clearly structured for ease of operation.
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Secure Remote Access

Connected to the eNet Smart Home from everywhere

Using a JUNG server located in Germany, JUNG offers secure access to eNet building technology from
one source. The user creates a MyJUNG account at www.jung.de and, using this data, activates access
to the eNet server once only. Secure remote access is available from that moment on. This way the
user can check at a glance, and from any location, whether he has left the lighting on or he can lower
the shutters at home when it gets dark. Of course, several JUNG eNet Smart Home systems can

be managed by remote access if required. For intuitive operation, the uniform JUNG interface is also
available to the user. Here he/she can operate all functions simply and safely as usual.

Using the remote access requires the JUNG eNet Server to be implemented — the smart control
centre for the system. Purchase of the JUNG eNet Server includes 24 months of free use of secure
remote access.

Safety first: the JUNG
remote access feature is
VDE tested and certified.

ID. 40043453
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eNet

eNet Allanz for More
Comfort and Security

The market for smart home solutions is booming. Several million households
are expected to use smart networked technology by 2020. We want the
specialist distribution partners to benefit from this situation. We provide the
end customer with reliable Made in Germany solutions. We have therefore
become an eNet Allianz partner.

BRUMBERG
ETHERMA® (= D
JUNG  grediEn

Simons=Voss

technologies

A GOOD BASIS FOR THE
NETWORKED HOME

eNet is the bidirectional wireless system for smart net-
working and control of building technology. Based on
this technology, our products and solutions may be easily
incorporated and controlled - even from remote when you
are on your way, using the eNet server. eNet is easily
installed and retrofitted.
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